PRODUCT DATA SHEET

Your Reliable Products

ASG FIBRE TAPE AND PAPER TAPE

" | DESCRIPTION
}

ASG FIBER JOINT TAPE woven into mesh with fibreglass and
coated with contract adhesive. It is characterized of high
tensile strength, anti-deformation, dimensional stable,
proper elasticity and capillary, corrosion resistant.

L\ ASG PAPER JOINT TAPE is manufactured from special fibre

" paper, with added tensile strength to help prevent tearing
wrinkling, or stretching and has spark perforation and
chamfered edges to reduce the risk of bubbling or blistering.

PRODUCT INFORMATION

PRODUCT . ROLL WIDTH ROLLLENGTH | ROLLWEIGHT :  PACKING

| ASG PAPER JOINT TAPE | 50MM 150M 1KG | 10 ROLLS / CARTON |

USAGE

ASG FIBER JOINT TAPE is a self-adhesive glass fibre tape is used for covering the joints between
Gypsum Boards Drywall Partition, Lining and Ceiling. However, it may also be used in some ‘tape and
joint’ situations. Suitable for flat joints and for repairs to small areas of damage plasterboard. It allow
the user a quick and easy method of application to areas requiring reinforcement.

ASG PAPER JOINT TAPE has been designed for use with ASG ready mixed joint compound to conceal
and reinforce gypsum board joints and corners prior to painting, texturing and wallpapering. ASG
joint tape can also be used for repairing cracks or damaged plasterboard.



FIBER TAPE TECHNICAL DATA

CHARACTERISTICS UNIT PROPERTIES
Weight In Glue g/m’ 70+5
WeightWithout Glue g/m? 53+5
Yarn Tex Warp g/1000m 50
Yarn Tex Weft g/1000m 99
Tensile Strength Of The Warp N/50mm >400
Tensile Strength Of The Weft N/50mm >800
Fabric Count Warp Perinch 9+0.5
Fabric Count Weft Perinch 9+0.5
Latex Content % 26
STORAGE

ASG FIBER JOINT TAPE and ASG PAPER JOINT TAPE should be stored in frost-free conditions within

the temperature range of -10°C to + 50°C

CONDITION

The site background temperature should be maintained at above 5°C until dry.

HEALTH & SAFETY

In case of eye contact, immediately holy eyelids apart and flush eye continuously with running water. Get medical
aid immediately when necessary. During installation should wear glove for personal protection.

Note: The information of applications and suggestions for use is based on practical experience. As due to various
site conditions and unable to control the applications, therefore no responsibility can be accepted by us for any

loss and damaged as this data sheet is for general guidance only.

Note: ASG reserve the rights to revise any data without prior notice.
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